
 

  

Greenpave Permeable Court System 

 
 

Greenpave Permeable Court system uses 

latest waterborne binder technology to 

create a durable and sustainable games 

court surface. Capable to form an “In-

surface” draining system to the entire court 

surface with zero waterponding and no 

down time after rain. 

 

 

• Tennis Court 

• Basketball Court 

 

 

• Waterborne binder technology 

• Low odor, low VOC and easy to handle 

• Green and environmentally friendly 

• Allows fast water permeation – reduce 

court downtime after rain 

• Durable: resurface top layer (after 3-5 

years) and extend life of the court 

• ITF certification Class 3 – Medium 

(Tennis court) 

 

 

Pot life will vary according to the quantity 

mixed, ambient and substrate temperature.  

Primer: 1 hour 

Permeable Base Layer: 15 mins 

Permeable Strengthening 

Layer: 
15 mins 

Permeable Levelling Layer: 15 mins 

Greenpave Top Layer:  1 hour 

                                                       (All at 23°C) 

 

 

Primer: 0.12 kg/m2 

Permeable Base Layer: 20 kg/m2 

Permeable Strengthening 

Layer: 
9.8 kg/m2 

Permeable Levelling Layer: 3.2 kg/m2 

Greenpave® Top Layer: 0.48 kg/m2 

                                                      

 

 

Primer: 24 hours 

Permeable Base Layer: 16 hours 

Permeable Strengthening 

Layer: 
16 hours 

Permeable Levelling Layer:  16 hours 

Greenpave® Top Coat: 3 hours 

 

 

 

 Primer 
Permeable 

Base 

VOC(g/L) N.D. N.D. 

Halogenated 

Solvent 
N.D. N.D. 

Aromatic Solvent N.D. N.D. 

Heavy Metals N.D. N.D. 

Epichlorohydrin N.D. N.D. 

NMP N.D. N.D. 

Formaldehyde N.D. N.D. 

APEO N.D. N.D. 

 

 

Perme

able 

Streng

thenin

g 

Permeab

le 

Levellin

g 

Greenpa

ve® Top 

Coat 

VOC(g/L) N.D. 0 0 

Halogenated 

Solvent 
N.D. N.D. N.D. 

Aromatic 

Solvent 
N.D. N.D. N.D. 

Heavy Metals N.D. N.D. 
11.0 

(Lead) 

Epichlorohydrin N.D. N.D. N.D. 

NMP N.D. N.D. N.D. 

Formaldehyde N.D. N.D. N.D. 

APEO N.D. N.D. N.D. 

N.D.: Not detected （˂Reporting Limited） 

NMP: N-methyl Pyrrolidinone 

APEO: Alkyl Phenol Ethoxylate 
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Greenpave Permeable Court System 

 
 

All Greenpave® Permeable Court system 

material may be stored in tightly sealed original 

containers for 12 months in controlled 

environments. 

 

 

 

Application of subsequent layers to only 

commence after the previous layer is cured. The 

amount of water to add is a basic guideline; mix 

to workability. Read all safety directions and 

warnings on this before use. Refer to material 

safety data sheet for handling procedures. 

Suggest wearing respirator mask, chemical 

protective glasses, toxic overalls and 

impermeable gloves. Distance from all fire 

source, heat, and do not smoke in the area 

during the course of the application. Ensure  

adequate ventilation. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The technical information and application 

advice given in this publication are based on the 

present state of our best scientific and practical 

knowledge. The use of product is not under 

control of the manufacturer. It is not a sales 

specification or an indication of suitability for 

particular use. The product is complied with the 

regulation for indoor renovation material under 

toxic chemical substances. B. T. Sports Pte Ltd 

reserves the rights to change the natural of the 

product. 

 

 

 

 

 

 

 

 

 

SHELF LIFE 

B. T. Sports Pte Ltd 

 

Address: 41 Gul Drive, Singapore, 629489    Tel: 6897 8283   Fax: 6897 8281 

Website: www.btsports.com.sg                       Email: sales@btsports.com.sg         

 

PRECAUTIONS 

 

STATEMENT OF RESPONSIBILITY 

 


